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SUMMARY 

S p e c i a l t y  methods a r e  presented f o r  t h e  computat ional  s i m u l a t i o n  o f  spe- 
c i f i c  composi te behav io r .  These methods encompass a l l  aspects  o f  composi te 
mechanics, impact,  p r o g r e s s i v e  f r a c t u r e ,  and component s p e c i f i c  s l m u l a t l o n .  
Some o f  these methods a r e  s t r u c t u r e d  t o  c o m p u t a t i o n a l l y  s imu la te ,  i n  p a r a l l e l ,  
t h e  composi te behav io r  and h i s t o r y  f r o m  t h e  i n i t i a l  f a b r i c a t i o n  th rough  seve ra l  
m iss ions  and even t o  f r a c t u r e .  Se lec t  methods and t y p i c a l  r e s u l t s  ob ta ined  
f r o m  such s i m u l a t i o n s  a r e  desc r ibed  i n  d e t a i l  i n  o r d e r  t o  demonstrate t h e  
e f f e c t i v e n e s s  o f  c o m p u t a t i o n a l l y  s i m u l a t i n g  (1) complex composi te s t r u c t u r a l  
behav io r  i n  genera l  and ( 2 )  s p e c i f i c  aerospace p r o p u l s i o n  s t r u c t u r a l  components 
i n  p a r t i c u l a r .  

I N T R O D U C l  10N 

F i b e r  composites have d i s t i n c t  advantages over conven t iona l  m a t e r i a l s  
which make composites h i g h l y  d e s i r a b l e  candidates f o r  a p p l i c a t i o n  i n  aerospace 
p r o p u l s i o n  s t r u c t u r e s .  Some o f  these advantages i n c l u d e  t h e  w e l l  known h i g h  
s t r e n g t h / d e n s i t y  and modulus/densi ty  r a t i o s .  Other advantages i n c l u d e  h i g h  
f a t i g u e  r e s i s t a n c e ,  r e s i s t a n c e  t o  de fec ts ,  h i g h  damping, and "ze ro "  thermal  
expansion. P r a c t i c a l l y  a l l  o f  these advantages d e r i v e  f rom t h e  i n h e r e n t  
a n i s o t r o p i c  and heterogeneous s t r u c t u r e  o f  f i b e r  composi tes.  T h i s  i n h e r e n t  
s t r u c t u r e  which p rov ides  composites w i t h  t h e i r  d i s t i n c t  advantages a l s o  sub- 
s t a n t i a l l y  increases t h e  comp lex i t y  r e q u i r e d  t o  f o r m a l l y  d e s c r i b e  t h e i r  s t r u c -  
t u r a l  behav io r .  

Over t h e  p a s t  15 y r  NASA Lewis Research Center has been deve lop ing  spe- 
c i a l t y  methods f o r  t h e  ana lys i s /des ign  o f  composite s t r u c t u r e s .  By v i r t u e  o f  
t h e i r  comp lex i t y ,  these methods a r e  compu ta t i ona l l y  i n t e n s i v e  and, by neces- 
s i t y ,  a r e  i n  t h e  form o f  independent computer codes o r  a r e  embedded as modules 
i n  more genera l  s t r u c t u r a l  a n a l y s i s  codes ( r e f s .  1 t o  3 ) .  C o l l e c t i v e l y ,  t h e  
development o f  these v a r i o u s  s p e c i a l t y  methods c o n s t i t u t e  a new d i s c i p l i n e  
i d e n t i f i e d  as computat ional  composite mechanics. These methods have been 
s t r u c t u r e d  t o  s i m u l a t e  t h e  h i s t o r y  of composi te thermal ,  s t r u c t u r a l  and mate- 
r i a l  deg rada t ion  behavior  beg inn ing  w i t h  t h e  f a b r i c a t i o n  processes through 
s e v e r a l  f l i g h t  m iss ions .  The o b j e c t i v e  o f  t h i s  paper i s  t o  b r i e f l y  d e s c r i b e  
these methods and t o  i l l u s t r a t e  the i r  a p p l i c a t i o n  t o  genera l  composi te behavior  
as w e l l  as t o  s e l e c t  aerospace p r o p u l s i o n  s t r u c t u r e s .  

B r i e f l y ,  these methods encompass a l l  aspects  o f  composi te mechanics, 
impact ,  p r o g r e s s i v e  f r a c t u r e ,  and component s p e c i f i c  composi te s t r u c t u r a l  ana- 
l y s i s .  The s e l e c t  a p p l i c a t i o n s  i nc luded  i n  t h e  paper were chosen t o  i l l u s t r a t e  

*Senior  Research Engineer -- Aerospace Structures/Composi tes,  S t r u c t u r e s  
D i v i s i o n ;  A I A A  Associate Fe l l ow .  



(1) the computational sirnulation of composite structural behavior of importance 
to aerospace propulsion structures and (2) the structural behavior of specific 
composite structural components in aerospace propulsion service environments. 
The applications are presented with a brief description of: (1 )  the importance 
of the behavior to be simulated, (2) the simulation procedure, and (3) typical 
results obtained and their respective significance. 

Interply Layer Progressive Degradation Effects 
on Composite Structural Response 

Fiber reinforced composites are optimally utilized when they are required 
to resist and/or transfer only in-plane loads. Fibers are oriented in dif- 
ferent layers (plies) to resist these in-plane loads either in tension or com- 
pression. 
layers (matrix) which provide the composite with the structural integrity 
required to resist the in-plane loads. Any degradation of the interply layer 
will, therefore, affect the composite structural integrity. As a result, 
interply layer degradation effects on fiber composite structural integrity is 
receiving considerable research attention. Interply degradation is generally 
either in the form of delaminations or progressive weakening of the interply 
layer. In either case, the angleplied laminate will most likely behave like a 
stack of individual layers (beams) instead of a composite. Compared to the 
undelaminated composite, individual delaminated layer behavior dramatically 
degrades out-of-plane structural response such as flexural deflections (bend- 
ing), buckling, vibration, and Impact. For example: ( 1 )  the flexural deflec- 
tion increases as the square of the number of delaminated layers; (2) the 
flexural stress increases linearly with the number of delaminated layers; (3) 
the buckling load decreases as the square of the number of delaminated layers; 
and (4) the frequency decreases linearly with the number of delaminated layers. 

The different plies are held together by the interply (interlaminar) 

Computational simulation (ref. 4) was used to determine and assess the 
effects of interply layer progressive weaking (degradation) on various struc- 
tural responses of composite beams. lhe structural responses of interest 
include: ( 1 )  bending, (2) buckling, (3) free vibrations, (4) periodic excita- 
tion, and (5) impact. The computational simulation consisted of composite 
mechanics in conjunction with finite element analysis. The interply layer 
degradation effects on the various structural responses were determined and 
assessed as a function of the interply layer modulus, varying from 1 m psi down 
to 1 ksi, and even lower for some limiting cases. The results obtained show 
that interply layer degradation generally has negligible effect on composite 
structural integrity unless the interply layer modulus degrades to about 10 ksi 
or less. 

Computational simulation results obtained for the interply (adhesive or 
matrix) layer degradation effects on the forced vibration response of a simply 
supported beam are presented j n  figure 1. The third mode vibration amplitude 
i s  shown without damping and with damping as a function of interply layer mod- 
ulus and shear stress. These results illustrate that the interply layer degra- 
dation effects on complex composite structural response can be quantified by 
suitable computational simulation. 

Dynamic Structural Response o f  Uwtched-and Notched Fiber Compos1 tes 

Unnotched and notched flexural specimen testing continues to be popular 
in the composites community for characterizing and/or qualifying flber compos- 

2 



i t e s  f o r  s t r u c t u r a l  a p p l i c a t i o n s .  These exper imenta l  techniques a r e  popu la r  
because of:. (1)  s i m p l i c i t y ,  ( 2 )  a d a p t a b i l i t y  t o  adverse environments,  ( 3 )  
a v a i l a b i l i t y  o f  s imp le  equat ions f o r  data r e d u c t i o n ,  and ( 4 )  a v a i l a b i l i t y  o f  
w r i t t e n  ASTM standard t e s t i n g  procedures.  I n  a d d i t i o n ,  f l e x u r a l  specimen t e s t -  
i n g  f o r c e s  t h e  m a t e r i a l  t o  respond l i k e  a s t r u c t u r e  by s imu l taneous ly  s u b j e c t -  
i n g  i t  t o  t e n s i l e ,  compressive, and shear s t resses .  Furthermore, notched 
f l e x u r a l  specimen (Charpy impact t e s t  specimen) t e s t i n g  enables easy determin-  
a t i o n  o f  f r a c t u r e  toughness and impact r e s i s t a n c e .  

F r a c t u r e ,  i n  genera l  (be  i t  s t a t i c ,  q u a s i s t a t i c ,  o r  dynamic) i s  a dynamic 
event  and, as such, i s  a ve ry  complex process. The f r a c t u r e  p r o g r e s s i o n  i n  a 
f l e x u r a l  specimen i s  c o n t r o l l e d  by the l o c a l  dynamic s t r e s s  f i e l d  which i s  a l s o  
complex. The l o c a l  dynamic s t r e s s  f i e l d  i s  c h a r a c t e r i z e d  by s t r e s s  waves which 
a r e  normal, shear, f l e x u r a l ,  and su r face  waves. Each o f  these dynamic s t resses  
can i n i t i a t e  f a i l u r e  ( o r  a d e f e c t )  a t  a p o i n t  and/or propagate t h i s  d e f e c t  t o  
f r a c t u r e .  For a complete understanding o f  these phenomena, a d e t a i l e d  d e s c r i p -  
t i o n  o f  t h e  l o c a l  dynamic s t r e s s  f i e l d  i s  a p r e r e q u i s i t e .  

The d e t a i l e d  d e s c r i p t i o n / q u a n t i f i c a t i o n  o f  t h e  l o c a l  dynamic s t r e s s  f i e l d  
can be determined u s i n g  computat ional  s i m u l a t i o n .  The computat ional  s i m u l a t i o n  
( r e f .  5 )  c o n s i s t s  o f  composite mechanics, and f i n i t e  element t r a n s i e n t  ana- 
l y s i s .  The procedure i s  demonstrated by a p p l y i n g  i t  t o  t h e  impact response 
(d isp lacements,  v e l o c i t i e s ,  s t resses ,  and wave p ropaga t ions )  i n  Charpy-type 
composi te beams. 

For  t h e  geometry ( f i g .  2)  and type o f  m a t e r i a l s  s tud ied ,  t h e  s t a t i c  ana- 
l y s i s  r e s u l t s  gave c l o s e  conserva t i ve  es t ima tes  f o r  t h e  dynamic s t r e s s e s .  
Other i n t e r e s t i n g  r e s u l t s  f r o m  t h e  study a r e :  (1)  t h e  impact- induced e f f e c t s  
propagate i n  S-GLASS/EPOXY specimens sooner than KEVLAR/tPOXY o r  T-300/EPOXY 
specimens, ( 2 )  t h e  v i b r a t i o n  mode shapes a r e  coupled, e x h i b i t i n g  f l e x u r a l ,  
s t r e t c h i n g  and shear ing  mot ions,  ( 3 )  t h e  specimen responds f o r  t h e  impact l oad  
d u r a t i o n  o n l y ,  ( 4 )  severe s t r e s s  magnitudes a r e  developed a t  t h e  no tch  t i p  
r e g i o n  l e a d i n g  t o  f r a c t u r e  i n i t i a t e d  by combined t r a n s v e r s e  normal and shear 
s t r e s s e s  and f o l l o w e d  by f i b e r  breakage caused by l a r g e  f l e x u r a l  t e n s i l e  
s t r e s s e s  i n  t h i s  r e g i o n .  l y p i c a j  r e s u l t s  a r e  shown i n  f i g u r e  3 f o r  t h e  d i s -  
placement p ropaga t ion  i n  beams made f rom t h r e e  d i f f e r e n t  composi te m a t e r i a l s .  
These r e s u l t s  demonstrate t h e  e f f e c t i v e n e s s  o f  computat ional  s i m u l a t i o n  t o  
determine t h e  dynamic response o f  composite s t r u c t u r a l  components. 

I n t e r l a m i n a r  F r a c t u r e  Toughmsesin F i b e r  Composites 

I n t e r l a m i n a r  de lamina t ion  o f  composites i s  a t ype  o f  f r a c t u r e  mode which 
needs t o  be c a r e f u l l y  examined and p r o p e r l y  accounted f o r  i n  t h e  des ign  o f  com- 
p o s i t e  s t r u c t u r e s .  Regions prone t o  de lamina t ions  i n c l u d e  f r e e  edges, l oca -  
t i o n s  of  s t r e s s  c o n c e n t r a t i o n ,  j o i n t s ,  damaged areas, and d e f e c t s  r e s u l t i n g  
f rom t h e  f a b r i c a t i o n  process. 

One way t o  p r o p e r l y  account f o r  i n t e r l a m i n a r  d e l a m i n a t i o n  i n  a des ign  i s  
t o  de te rm ine  i n t e r l a m i n a r  f r a c t u r e  toughness parameters and then e v a l u a t e  
s t r e s s  s t a t e s  which a r e  l i k e l y  t o  induce i n t e r l a m i n a r  f r a c t u r e .  Severa l  t e s  
methods t o  determine f r a c t u r e  toughness have been proposed and a r e  c u r r e n t l y  
b e i n g  used. However, these t e s t  methods may n o t  d i s c r i m i n a t e  t h e  p a r t i c i p a t  
and r e s p e c t i v e  magnitudes o f  t h e  d i f f e r e n t  f r a c t u r e  modes. An a l t e r n a t e  
approach i s  a s u i t a b l e  computat ional  s i rnu la t i on .  
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Recent exploratory research at NASA Lewis (ref. 6) resulted in the deve- 
lopment of,a computational method (procedure) for simulating interlaminar frac- 
ture toughness In fiber composites. This computational procedure involves 
three-dimensional finite element analysis, including modeling of interply 
layers, in conjunction with the strain energy release rate concept and compos- 
ite micromechanics. The procedure is suitable for determining global and local 
interlaminar fracture toughness parameters as well as critical values of these 
parameters (fig. 4). Predicted results using this procedure are i n  good agree- 
ment with limited available data from end-notch flexure and/or mixed-mode frac- 
ture test specimens (fig. 5). 

During the development of the procedure for the computational simulation 
of fracture toughness It was observed that (1 )  fracture toughness is a struc- 
tural parameter and not a material characteristic as is normally considered, 
and (2) critical fracture toughness parameters for rapid defect growth i n  
structural component can be determined by computational simulation. Both 
these demonstrate, i n  part, that computational simulation is not only app 
ble to quantify complex structural behavior but it is also applicable to 
tify new phenomena and/or relationships. 

Progressive Fracture in Fiber Composites 

Determination of progressive fracture in composite laminates is fund 

a 
of 
i ca- 
den- 

mental and generic to developing the methodology for quantifying composite 
structures durability and reliability. Research activities on progressive 
composite fracture at NASA Lewis during the last 10 y r  have culminated in the 
development of the CODSlRAN computer code (refs. 7 to 9). CODSlHAN (Composite 
Durability Structural Analysis) has been specifically developed for the compu- 
tational simulation of progressive fracture in fiber composites. 

CODSTKAN is a modular program that does quantitative calculations to pre- 
dict defect growth and progressive fracture i n  composite structural components. 
Capabilities of CODSlRAN include determining the durability o f  composites with 
and without defects, determining structural responses due to mechanical and 
thermal loads, accurate prediction o f  stress states near defects (stress con- 
centrations), and prediction of ply and laminate level failure and fracture. 
The modules comprising CODSlHAN are: ( 1 )  the executive module, containing 
communication links to all other modules; (2) the I/O module; (3) the Analysis 
module; (4) the Composite Mechanics Module; and (5) the Fracture Mechanics 
module. 

lhe Analysis module i s  the general purpose finite element computer code 
NASlHAN and 'IS used to calculate both near-field and far-field stresses In a 
finite element model of the structural component or specimen. The Composite 
Mechanics (ref. 3) module generates laminate properties from constituent prop- 
erties (composite micromechanics) and uses intraply failure and interlaminar 
delamination criteria to check ply and lnterply failure, respectively. The 
Fracture Mechanics module is able to account for both ply level fracture and 
laminate fracture. 
quadratic surface fit are used to indicate combined ply level fracture. Lami- 
nate level failure i s  assumed to occur when all the plies in the laminate have 
failed i n  all the failure modes. 

The modified distortion energy principle and/or a general 

To computationally simulate progressive fracture, COOSlRAN uses an intera- 
tive procedure whereby a load is applied incrementally to the finite element 
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model of the str.ucture being modeled. The response of the structure to the 
load can be no damage, damage, or destruction of an element(s) (local frac- 
ture). Based upon this response, the load increment is updated as follows: 
(1) if no damage is predicted, the load is updated by some predetermined load 
increment; (2) if elements are damaged or destroyed (defect growth or local 
fracture), the same load is reapplied with reduced material properties assigned 
to the damaged elements. Destroyed elements are purged from the finite element 
mesh, effectively defining progressive fracture. This load is maintained until 
equilibrium in the structure is achieved. Equilibrium, is defined as the point 
where the structure, with its updated geometry and modified material proper- 
ties, can sustain the applied load without the occurrence of further damage. 
This iterative procedure is continued through load increments until global 
fracture of the structure occurs. Typical computationally simulated progres- 
sive fracture results are shown i n  figure 6. These results, perhaps more than 
any other, demonstrate the effectiveness of composite mechanical computational 
s imu 1 at i on. 

Fiber Composite Sandwich Thermostructural Behavior 

The use of fiber composites in space applications is increasing in a vari- 

The faces of the sandwich resist 
ety of structural configurations. Sandwich structural configurations provide 
an effective application o f  fiber composites. 
loads by membrane action which is the most structural-efficient use of fiber 
composite thin laminates. In addition, composite sandwiches can be tailored 
to meet very close thermal distortion tolerances such as those required for 
communication satellite antennas. 

Designs to meet close thermal distortion tolerances are determined by 
detailed heat transfer, thermal, and structural analyses. These analyses 
require respective thermal and mechanical properties of the composite sandwich 
as well as temperature and moisture effects on these properties. Thermal prop- 
erties include heat capacity, thermal conductivities and thermal expansion 
coefficients i n  the plane and through the thickness of the sandwich. The cor- 
responding mechanical properties include normal and shear moduli and Poisson's 
ratios. Thermomechanical and corresponding thermostructural properties of 
sandwiches can in principle be measured. 7his is practical only for one or at 
most a few sandwich configurations, limited temperature/moisture conditions and 
generally for selected properties. The alternative is to computationally simu- 
late the thermomechanical behavior of composite sandwiches so that all the 
properties required for thermal and mechanical/structural analyses can be pre- 
dicted including hygrothermal effects. Though this is seemingly "straight- 
forward," it is not available in the literature to the authors' knowledge. 
Recent research at NASA Lewis focused on developing computational methods for 
simulating the thermomechanical behavior of composite sandwiches (ref. 10). 
These methods use analyses with several levels of progressive sophistication/ 
simplification in conjunction with composite hygrothermomechanical theory. 

The several levels of sophistication include: ( 1 )  three-dimensional 
finite element modeling of the honeycomb, the adhesive and the composite faces 
(fig. 7); (2) three-dimensional finite element modeling of the honeycomb assum- 
ing an equivalent homogeneous medium, the adhesive and the composite faces 
(fig. 8); (3) laminate theory simulation where the honeycomb (metal or compos- 
ite) is assumed to be of plies with equivalent properties (fig. 8 without the 
finite element mesh); (4) derivation of approximate, simplified equations for 
simulating the honeycomb thermal and mechanical properties with an equivalent 
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homogeneous medium; and (5) hygrothermal effects from cryogenic to 250 O F  with 
and without moisture. 

Typical results obtained from the several levels of sophistication/ 
simplification are summarized in table I. These results illustrate yet another 
application of computational simulation: an effective means to aid the devel- 
opment of approximate simple and explicit methods for predicting complex 
thermostructural behavior. 

High Temperature Metal Matrix Composite (HT-MMC) Structure5 

The use of advanced high temperature composite materials i n  aerospace pro- 
The potential benefit i s  derived pulsion systsems i s  becoming more attractive. 

from the ability of these materials to allow higher operating temperatures 
resulting i n  improved engine performance/efficiency and, at the same time, to 
enhance or at least maintain component durability. For example, qualitative 
investigations have identified the tungsten- f iber - re in forced  superalloys (IFRS) 
as a potential first-generation composite aircraft turbine and Space Shuttle 
Main Engine (SSME) turbopump blade/vane material by virtue of the excellent 
combination of complementary properties provided by this family of advanced 
high-temperature composites. 
ity of using TFRS for turbine engine and SSME components, computational simula- 
tion methods are needed which account for the complex physics associated with 
these applications including: nonlinear (s t ress- temperature- t ime dependent) 
and anisotropic constituent (fiber/matrix) material behavior, micro- and macro- 
heterogenity, and fiber/matrix interdiffusion. 

In order to adequately investigate the feasibll- 

Research activities at NASA Lewis over the past 5 y r  lead to the develop- 
ment of Nonlinear COBSTRAN (Composite Blade Structural Analysis) for the corn-- 
putational simulation of HT-.MMC blades (refs. 1 1  to 13). Nonlinear COBSTRAN 
embodies an upward integration/downward decomposition strategy to predict 
thermomechanlcal structural response. This strategy comprises: ( 1 )  thermo-. 
mechanical diffusion model, (2) nonlinear material constitutive models, (3) 
composite mechanics, and (4) global finite element structural analysis 
(fig. 9). Nonlinear COBSTRAN has been used to trace the behavior o f  Hl-MMC 
components from fabrication through one or more missions. Results demonstrate 
that nonlinear COBSlRAN i s  computationally effective. It provides a direct 
means for predicting the complex behavior at all levels of the composite simu- 
lation; that i s ,  from the constituent materials, through the several levels of 
composite mechanics, to the local/global structural response of complex HT-MHC 
structural components sub- ject to representative engine mission loads 
(fig. 10). 

Typical results obtained for the blade and mission shown in figure 10 are 
presented in figure 1 1 .  The important observation i s  that it would be prac-- 
tically imposslble to determine this type of detailed behavior without computa- 
t iona 1 s imula t i on. 

CONCLUSIONS 

Over the past 15 y r  NASA Lewis Research Center has been developing spec- 
ialty methods for the analysis/design of composite structures. 
their complexity, these methods are computational intensive and, by necessity, 
are i n  the form o f  independent computer codes or are embedded as modules i n  

By virtue of 

6 



more general structural analysis codes. Collectively, the development of these 
various specialty methods constitute a new discipline identified as computa- 
tional composite mechanics. These methods encompass all aspects of composite 
mechanics, impact, progressive fracture, and component specific composite 
structural analysis. The application of computational simulation to select 
examples are briefly described in terms of ( 1 )  the importance of the behavior 
simulated, (2) the simulation procedure, (3) typical results obtained, and (4) 
interpretation and significance of these results. Collectively, these examples 
demonstrate the effectiveness, and perhaps the only coupled/integrated means of 
computational simulation for determining the complex structural response of 
composite structures in aerospace propulsion service environments. 
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TABLE I .  - SUMMARY OF RESULTS FROM THREE DIFFERENT 

SIMULATION LEVELS OF PROGRESSIVE SIMPLIFICATION 

I Proper ty  d e s c r i p t i o n  

I Proper ty  

Normal 
modulus 

Shear 
modulus 

Poisson'  s 
r a t i o  

Thermal 
exp. c o e f f .  

Thermal heat  

U n l t s  

mps 1 
mpsl 
mpsl 

mpsl 

mpsl 

mpsi 

u l n .  / i n .  / O F  

Btu- In .  / 
h r / l  n .2/"F 

Symbol D l  r e c t .  

xx 
Y Y  
z z  

X Y  
Y X  

Y Z  
Z Y  

zx 
xz 

X Y  
Y X  

Y Z  
Z Y  

Z X  
xz 

xx 

zz 
Y Y  

xx 

Z Z  
Y Y  

Three-dlmensl onal  
f i n l t e  element 

De ta l  l ed  
model 

1 .o 
1 .o 
.09 

.39 

.071 

.075 

.396 

.348 

.121 

.073 

.030 

.11B 

1.31 
1.38 
----- 

.191 

.181 

.043 

Homogen. 
core  model 

1 .o 
1 .o 
.09 

.38 

.071 

.074 

.315 

.315 

.043 

.005 

.004 

.045 

1.21 
1.21 
14.6 

.191 

.183 

.043 

Laminate 
theo ry  

1 .o 
1 .o 
.09 

.38 

.071 

.076 

.314 

.314 

_ _ _ _ _ _  
_ _ _ _ _ _  
_ _ _ _ _ _  
_ _ _ _ _ _  

1.21 
1.21 
13.6 

.190 

.182 

.041 
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FIGURE 1. - INTERPLY LAYER DEGRADATION EFFECTS ON FORCED VIBRATION RESPONSE (3rd MODE). 
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B 
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FIGURE 2. - FINITE ELEMENT MODELS FOR IMPACT SIMULATION. 
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FIGURE 3. - DISPLACEMENT PROPAGATION DUE TO IMPACT. 

0 DETERMINE REQUISITE PROPERTIES AT DESIRED CONDITIONS USING COMPOSITE 
MIC ROMECHANIC S 

0 RUN 3-D FINITE ELEMENT ANALYSIS ON ENF (MMF) FOR AN ARBITRARY LOAD 

0 SCALE LOAD TO MATCH INTERLAMINAR SHEAR STRESS AT ELEMENT NEXT TO 
CRACK-TIP 

0 WITH SCALED LOAD EXTEND CRACK AND PLOT STRAIN ENERGY RELEASE RATE 
VERSUS CRACK LENGTH 

AND CRITICAL "a" 
EXTENDED CRACK LENGTH, a 

0 METHOD HAS VERSATIClTYlGENERALITY 

FIGURE 4. - GENERAL PROCEDURE FOR SIMULATING INTERLAMINAR FRACTURE 
TOUGHNESS (END-NOTCH OF MIXED-MODE FRACTURE). 
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END-NOTCH-FLEXURE - SHEAR MODE (11) t 

MIXED-MODE-FLEXURE - MIXED MODE (I AND 11) 

FIGURE 5. - SCHEMATICS OF TEST SPECIMENS FOR INTERLAMINAR FRACTURE 
TOUGHNESS. 

FIGURE 6. - COMPUTATIONALLY SIMULATED PROGRESSIVE FRACTURE 
AT VARIOUS PERCENTAGES OF THE FRACTURE LOAD (15 402 Ib; 
GrlE 10/+30/0/-30/0 4. 
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FIGURE 7. - 3 D  DETAILED FINITE ELEMENT MODEL OF COMPOSITE SAND- 
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FIGURE 8. - 3-D FINITE ELEMENT MODEL OF COMPOSITE SANDWICH WITH 
EOUIVALENT HOMOGENEOUS-MEDIUM CORE. 
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FIGURE 9. - NONLINEAR COBSTRAIN SIMULATION OF HIGH TEMPERATURE METAL MATRIX 
COMPOSITES. 
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FIGURE 10. - METAL MATRIX 

SUBREGIONS OF 
INTRALAMINAR 
NONUNIFORMITY 

3 

,r MATRIX 
,- INTERPHASE 

/ 

-42: 

12Or 8Wr 

w” 0 20 40 60 
oi 
3 
wl 

40 8ou L 5 
3- 

0 2 0  40 60 

0 2 40 60 0 2 ’40 60 
TIME, t, min 

COMPOSITE TURBINE BLADE, FINITE ELEMENT MODEL AND MISSION LOADS. 

1 5  



60 
CASE 1 

20 

2 -  

0 20 40 60 

1 -  

1 I " (  I I I 

CASE 1 

20 

0 2 40 60 

0 20 40 60 

:i_ 20 

F FIBER 
M MATRIX 
D INTERPHASE 
L PLY 

CASE 1 

D 4 
N F x  Y 

3- - 
0 20 40 60 

CASE 1 

0 2 40 60 

[CASE 1 4r:l 2 

0 20 40 60 

CASE 1 8l 

G 2 40 60 0 2 40 60 
TIME, 1. m i n  

CASE 1 

1 1st MODE 
2 2ndMODE 
3 3 r d  MODE 

0 20 40 60 

120 r C A S E  1 

80 F\, 40kT*, 0 

-40 
0 20 40 60 

140 [CASE 1 

0 2 40 60 

FIGURE 11. - NONLINEAR COSTRAN LOCALlGLOBAL METAL MATRIX COMPOSITE STRUCTURE BEHAVIOR. 

16 



1. Report No. 

NASA TM-88965 

Computational Composite Mechanics for Aerospace 
Propulsion Structures 

2. Government Accession No. 

7. Author(s) 

Christos C. Chamis 

7. Key Words (Suggested by Author(s)) 

Polymermatrix carposites; tktallicmatrix camposites; 
Interlaminar degradation; Dynamic response; Wave 
propagation; Interlaminar fracture; Progressive 
fracture; "p"s'te sandwiches; Thermal properties; 
Nonlinear ana ysis; Turbine blades; Finite element; 
Vibraton modes; High tenperature; Cryogenic tenperature 

9. Performing Organization Name and Address 

National Aeronautics and Space Administration 
Lewis Research Center 
Cleveland, Ohio 44135 

12. Sponsoring Agency Name and Address 

National Aeronautics and Space Administration 
Washington, D.C. 20546 

18. Distribution Statement 

Unclassified - unlimited 
STAR Category 24 

15. Supplementary Notes 

9. Security Classif. (of this report) 

Unclassified 

3. Recipient's Catalog No. 

20. Security Classif. (of this page) 21. No. of pages 22. Price' 

Unclassified 17 A02 

5. Report Date 

6. Performing Organization Code 

505-63-1 1 
8. Performing Organization Report No. 

E-3023 
10. Work Unit No. 

11. Contract or Grant No. 

13. Type of Report and Period Covered 

Technical Memorandum 
14. Sponsoring Agency Code 

Prepared for the 3rd Space Systems Technology Conference, sponsored by the 
American Institute of Aeronautics and Astronautics, San Diego, CalifornSa, 
June 9-12, 1986. 

~ _ _ _  

16. Abstract 

Specialty methods are presented for the computational simulation of specific 
composite behavior. These methods encompass all aspects of composite mechanics, 
Impact, progressive fracture, and component specific simulation. Some of these 
methods are structured to computationally simulate, in parallel, the composite 
behavior and history from the initial fabrication through several missions and 
even to fracture. Select methods and typical results obtained from such simula- 
tions are described in detail i n  order to demonstrate the effectiveness of com- 
putationally simulating ( 1 )  complex composite structural behavior in general and 
(2) specific aerospace propulsion structural components in particular. 

*For sale by the National Technical Information Service. Springfield, Virginia 22161 


